SERVO MOTOR TYPE VOLTAGE STABILIZER TEC®
DESK TYPE SINGLE PHASE AUTOMATIC VOLTAGE REGULATOR J GH SUN

SVC B BtEE R E 2B Tnia/ERR

B Performance

Adjustable time <1s(when inpu(t)fv?gif)e has a change
. 0.5KVA-3KVA 220V and 110V Ambient temperature -5C~+40°C
Single-phase oulput voliage SKVA-30KVA 220V Waveform distortion No additional waveform distortion
Load power factor 0.8
Dielectric strength 1500V/1min —
Accuracy of voltage stabilization 220V+3% 110V£6% Insulation resistance =oMQ @

OVER VOLTAGE
PROTECTION
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B Model and spec Z “ b@‘ ‘
P 7
DELAY TIME
Spec(KVA) PIEIEL ST Package size Input Range Item Code Input Range Item Code =2
D XWX H(cm) D X W X H(cm) v 2\
— SVC-0.5 17 X19X13 41.5X24.5X34 4 160-250V JA0101 100-260V JA0109 P
g 'PROTECTION.
:":‘ SVC-1 20X22X16 49.5X27.5X39.5 4 160-250V JA0102 100-260V JAO110 o
2 Ci« 3o\
-\8/ SVC-1.5 20X22X16 49.5X27.5X39.5 4 160-250V JA0103 100-260V JAO111 \“\: /
o) e
= SVC-2 26X24X19 60X35.5X24.5 2 160-250V JAO0104 100-260V JAO112 OVER TEMP
6 PROTECTION
% SVC-3 29X22X24 59.5X36.5X28 2 160-250V JA0105 100-260V JA0113
2]
%’_ SVC-5 46X24X19 51.5X30X25 1 160-250V JA0106 100-260V JA0114
% SVC-8 57 X27X24 58X 33X 27 1 160-250V JA0107 100-260V JA0115
C
@ SVC-10 57 X27X24 58X33X27 1 160-250V JA0108 100-260V JAO116
LOADING CAPABILITY DIAGRAM INPUT/OUTPUT VOLTAGE DIAGRAM
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